
RESINS & PLASTICS LTD. 

 

 

 

REPLAKRYL-916 

TECHNICAL DATA SHEET 

 
R-916 Thermoplastic Acrylic Resin in mix Xylene 

 

PRODUCT DETAILS 

Product Description : 

Acrylic Polymer Solution 

Physical Appearance : 

Clear Colorless Solution 

Solid Content (30min. / 150°C) : 

40 ± 2% 

Viscosity @ 25°C (Gardner Scale) : 

36 to 63 Poise 

Solvents Combination : 

Mix Xylene 

 

 

SUGGESTED USES 

R-916 is a high molecular weight TPA & can be used for 

hard plastic substrates like ABS. Also it can be used in masonry 

coatings like pavers & wall tile coating 

 

 

FORMULATION & CURING 

R-916 is a thermoplastic acrylic polymer can be formulated 

as pigmented coatings or clear lacquers. 

 

This is fast drying & dries by just solvent evaporation. 

Gloss of R-916 can be improved by adding optimum quantity 

of Replakryl-912. 

 
R-916 can be used along with optimum quantity of Replakryl-917 

to improve adhesion to various substrates. 
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Note :- The information given on this leaflet is based on our laboratory experimental work and is correct to the best of our knowledge. We are not responsible for any loss, injury or damage resulting 

from the use of this information. 

Indications regarding dilution & other processing features are strictly meant as a guide for the paint 

 

 
STORAGE 

Storage stability of R-916 at or below temperature 

30oC packed in original container can withstand up 

to 12 months. 

 

 
DILUTION 

Following are the suitable diluents which should be 

moisture free; 

 
Butyl Acetate, MIBK, 2-Methoxy Propyl Acetate, 

Cellosolve Acetate, Xylene & their mixtures. 

 
R-916 is having limited compatibility with alcohols & 

aliphatic hydrocarbons 

 

 
PIGMENTS 

The pigments should be inert & moisture free 

to get better properties. 


